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The Original Blue-Tube UV" germicidal
ultraviolet light system now comes in several varigies to
suit all application needs!

Blue-Tube UV" THE ORIGINAL

" ODOR SANITIZING TECHNOLOGY
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BLUE-TUBE UV ™ Specs BLUE-TUBE UV ™ 31 uiF TB@MF

DPNQMFUF DIPJDF JO 67 MJHIU GPS

BOQQMJIJDBUJPOT &OWHFFEZUTIOEB DPNF UVC

Electrical | 18-32 VAC, 60 Hz, +VTU DPOOFDU UP B MPX WPMUBHF L
0.68 Amps, 16 VA

Dimensions | Power Supply: 4.2"L x 1.8" W x 1"D JOTUBMM UIF 67 MJHIU XIFSF OFFEFE

Warranty | 5 Years

Extended Range (ER) Low-Voltage Ballast

Mounting Options

Universal Range (ST) High-Voltage Ballast

Electrical | 110-277 VAC, 50/60 Hz,
0.51 Amps/120V Thru 0.22 Amps/277V
Dimensions | Power Supply: 5.0"L x 2.4” W x 1"D
Warranty | 10 Years

1 Year UV Lamp ‘Slab’ Coil

) Mountin
Effective | 1 Year g

Spectrum | 100% 254 NM Germicidal UV-C
Type | Unshielded Quartz Hot Filament

2 Year Maxlife UV Lamp (2)

Effective | 2 Years
Spectrum | 100% 254 NM Germicidal UV-C
Type | Shielded Quartz Hot Filament ‘A’ Coil

OST Option (OS) Mounting

Spectrum | 90% 254 NM Germicidal UV-C
10% 185 NM Odor Oxidation

$PIJM XJUI NPME

Common to all
$PJM BGUFS 67 MJHIU
Dimensions | Lamp: 15”L x 0.74” Dia.

Weight | 1 Ib. ‘A’ Coil
3032782 Perpendicular

Kits Include | Power Supply, 6’ Lamp Cable, UV Lamp, Mounting

Magnetic ‘Z’ Bracket, Mounting Hardware,
Panel Indicator, Installation Sticker

Model
TUV-BTER2-0S

BLUE TUBE
-1 YEAR LAMP
2 -2 YEAR LAMP

| ODOR SANITIZING |

ER - LOW VOLTAGE 18-32 VAC
ST - HIGH VOLTAGE 110-277 VAC

A Fresh-Aire™ Product Manufactured by: Available From:
Triatomic Environmental, Inc.
sales@freshaireuv.com
www.freshaireuv.com

800-741-1195

TUV-SPEC-BTUBE 11-08



